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MEETS THE GROUND

s OLOGY CENTER - UNITED

COMPANY PROFILE

CST was founded in 1989 by Cheng Shin Rubber
(Xiamen) Ind. Co. Ltd. The Cheng Shin Tire Group is the
top tire manufacturer in China and the ninth largest tire
manufacturer in the world, with products distributed in
more than 150 countries.

CST covers a wide range of market segments. CST
products include tires and tubes for passenger, truck and
bus, bicycle, motorcycle, ATV, forklift, agricultural, and
lawn and garden equipment.

The company’s new factory in Xiamen, China, which
produces passenger radial and light truck radial tires,
brings CST's tire development and manufacturing to a
world-class level. This state-of-the-art facility employs
innovative technology and advanced equipment from
Germany, ltaly, Holland, Japan and Taiwan.

Adhering to the most stringent international standards,

CST has attained certificates and awards including DOT
(US Department of Transportation) certification, ISO9001,
E-Mark, TS 16949 and the China Well Known Brand
Award.

With a first-rate manufacturing operation and highly
efficient logistics, CST sets the standard for excellence

in the tire industry. At CST, quality, integrity and service
are more than just words: They're the foundation of the
company from top management to the factory floor and
beyond.
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Overall Section Max press. Max load Meas. rim

aeine diam. (mm)  width (mm) (kpa/psi) (kg/lbs) width (in) Type TI/TL
12R22.5 (S) 930/135  (S) 3550/7825
152/14 e @0 296 (D) 930/135 (D)3250/7165 7,00 T

L = Speed Symbol = 120 km/hr

SPEED SYMBOLS

obol e [Peetmmbol G ) | bl (et
Al 5 A8 40 J 100 R 170
A2 10 B 50 K 110 S 180
A3 15 C 60 L 120 T 190
A4 20 D 65 M 130 u 200
A5 25 E 70 N 140 H 210
Aé 30 F 80 P 150 \ 240
A7 35 G 90 Q 160 \% 270

154/151 K

l

LOAD INDEX

l

154 : 3750 kg (Single)
151 : 3450 kg (Dual)

N 154/151 K
18PR TUBE TYPE

LOAD RANGE J PLIES * TREAD 5 STEEL SIDEWALL 1 STEEL >

MAX. LOAD SINGLE 3750 kg (8270 Ibs) AT 830 kPa (120 psi) COLD
MAX. LOAD DUAL 3450 kg (7610 Ibs) AT 830 kPa (120 psi) COLD

LOAD INDEX TABLE

Load index Load (kg) Load index Load (kg) Load index Load (kg) Load index Load (kg)

131 1950 138 2360 145 2900 153 3650
132 2000 139 2430 146 3000 154 3750
133 2060 140 2500 147 3075 155 3875
134 2120 141 2575 148 3150 156 4000
135 2180 142 2650 149 3250 157 4125
136 2240 143 2725 150 3350 158 4250
137 2300 144 2800 151 3450 159 4375

152 3550 160 4500
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VEHICLE COMPREHENSION

Types of vehicle: 2 = STEER AXLE D = DRIVE AXLE T =TRAILER AXLE
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PATTERN NAMING

Pattern naming rule of CST

2xx Rib pattern
6xx Mixing pattern
8xx Block pattern

1xx Rib pattern

63 oG PGS 9xx Mixing pattern

Heavy load (3xx) High load (1xx/9xx) Standard load (2xx/6xx/8xx)

Example: CR969

C =CST brand R = All-steal radial tires 9 = Mixing pattern series 69 = Pattern sequence number

LOADING CAPACITY
TL Tire TL Tire “Super” Series & TT Tire
= Standard load = Heavy load

www.csttires.com




REGIONAL
ROAD

MIXING
ROAD

OFF-ROAD

CR387K

CR390K

®

CR969+/K

CR989K




FUEL-SAVING

ANTI-WEARING

SERIES
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Designed for all-axle in high-speed and long distance

use on good roads

Special tread structure offers excellent steering stability
and better driving performance

Better performance for stone and mud resistance
Low rolling resistance and fuel saving

Special tread structure offers long abrasion resistance

RECOMMENDED @ (2 3 [ 2

Overall Section

37 el diam. (mm)  width (mm)

9.00R20
144/142K

10.00R20
147/143K

11.00R20
152/149K

11R22.5
148/145M

12R22.5
152/148L

215/75R17.5
126/124M

215/75R17.5
135/133)

235/75R17.5
143/141)

275/70R22.5
148/145L

275/80R22.5
149/146M

295/80R22.5
152/148M

Max press.
(kpa/psi)
(S) 900/130
(D) 900/130

(S) 800/116
(D) 800/116

(S) 930/135
(D) 930/135

(S) 850/123
(D) 850/123

(S) 850/123
(D) 850/123

(S) 700/102
(D) 700/102

(S) 850/123
(D) 850/123

(S) 875/125
(D) 875/125

(S) 900/130
(D) 900/130

(S) 850/123
(D) 850/123

(S) 850/123
(D) 850/123

Max load (kg/
Ibs)

(S) 2800/6175
(D) 2650/5840

(S) 3075/6780
(D) 2725/6005

(S) 3550/7830
(D) 3250/7160

(S) 3150/6945
(D) 2900/6395

(S) 3550/7830
(D) 3150/6940

(S) 1700/3750
(D) 1600/3530

(S) 2180/4805
(D) 2060/4540

(S) 2725/6005
(D) 2575/5675

(S) 3150/6940
(D) 2900/6395

(S) 3250/7165
(D) 3000/6615

(S) 3550/7825
(D) 3150/6945

Type TT/TL




Designed for trailer axle with standard load, long
distance and high speed on good road conditions

Four-groove design with strengthened shoulder
structure provides high stablity and smooth driving

Cross-ladder pattern design with good stone rejection
performance

Low heat generation rubber and special carcass
structure extend tire life

Durable carcass offers a long and recyclable tread life

RECOMMENDED

Overall Section Max press. Max load (kg/
diam. (mm)  width (mm) (kpa/psi) Ibs)

Ply rating

LD/ EERARE (S) 900/130  (S) 4500/9920
160
425/65R22.5

164K (S) 830/120  (S) 5000/11000

Meas. rim

width (in) Type TT/TL

www.csttires.com




CR238

Designed for truck and bus highway use, at higher speeds
for middle to long distances

Four straight grooves and special SIPE design achieve
excellent steering stability, comfort and low noise

Special tread structure improves stone rejection and
prevents uneven wearing

A flat, wide tread and special tread compound achieve a
long tread life

RECOMMENDED

Overall Section Mox press.  Maox load (kg/  Meas. rim
diam. (mm)  width (mm) (kpa/psi) Ibs) width (in)

11R22.5 (S) 850/123  (S) 3150/6940
148/145M (D) 850/123 (D) 2900/6395

Ply rating Type TT/TL

12R22.5 (S) 850/123  (S) 3550/7830
152/148L (D) 850/123 (D) 3150/6940

295/80R22.5 (S) 850/123  (S) 3550/7830
152/148M (D) 850/123 (D) 3150/6940

315/80R22.5 (S) 850/123  (S) 4000/8820
156/150L (D) 850/123 (D) 3350/7390




Designed for middle and short distances at higher speeds
on good road conditions, suitable for intercity buses

Four straight grooves and special sipe design provide
excellent steering stability, comfort and low noise

A flat, wide tread and special tread structure provides
a long tread life and improves stone rejection and
prevents uneven wear

RECOMMENDED

Overall Section Moaox press. Max load (kg/  Meas. rim
diam. (mm)  width (mm) (kpa/psi) Ibs) width (in)

12R22.5 (S) 930/135  (S) 3550/7830
152/149L (D) 930/135 (D) 3250/7160

Ply rating Type TT/TL

295/80R22.5 (5)850/123  (S)3550/7830
152/148M (D)850/123  (D)3150/6940

295/60R22.5 (S)900/130 (5)3350/7390
150/147L (D)200/130 (D)3075/6780

315/60R22.5 (5)900/130  (S)3650/8050
153/150M (D)900/130  (D)3350/7390

315/70R22.5 (5)930/135  (S)3750/8270
154/151M (D)930/135  (D)3450/7610

315/80R22.5 (5)850/123  (S)4000/8820
156/150M (D)850/123  (D)3350/7390

www.csttires.com 11
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Designed for highway and middle-long distance,
especially for driving axle of trailer.

Extra-wide block and lug depth tread pattern design
resists abrasion

Advanced bead design provides excellent load capability

Excellent traction and driving performance

Section
width (mm)

Overall

Ply rating diam. (mm)

10.00R20
146/143K

295/80R22.5
152/148M

RECOMMENDED

CRB08

Ay
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Max press. Max load (kg/

(kpa/psi)

(S) 830/120
(D) 830/120

(S) 850/123
(D) 850/123

Ibs)

(S) 3000/6615
(D) 2725/6005

(S) 3550/7825
(D) 3150/6945

Designed for all-axle position, middle and long distance

and for high loads on a variety of road conditions

Optimised block pattern improves anti-wearing ability

Special tread structure improves stone rejection and
offers excellent heat generation performance

Durable carcass achieves a long and recyclable tread life

Section
width (mm)

Overall

Ply rating diam. (mm)

295/80R22.5
152/148L

315/80R22.5
154/150L

Max press.
(kpa/psi)
(S) 850/123
(D) 850/123

(S) 825/120
(D) 825/120

Max load (kg/
Ibs)

(S) 3550/7830

N

S
|

TSI

L

s

Meas. rim
width (in)

3 9’
%i) a2d"

A

Type TT/TL

Meas. rim
width (in)

(D) 3150/6940

(S) 3750/8270
(D) 3350/7390

Type TT/TL




Providing comfortable, silent, straight ahead performance
and excellent steering stability

Advanced tread compound achieves low heat generation
and provides high durability

All-axle position for truck and bus on-road and
highway use

Strong anti-wear shoulder extends tire mileage

RECOMMENDED

. Overall Section Moaox press. Max load (kg/  Meas. rim
Plyrating  giom. (mm)  width (mm)  (kpa/psi) Ibs) ) e T
8.25R20 (S) 830/120  (S) 2240/4940
136/134L (D) 830/120 (D) 2120/4675

11R22.5* (S) 850/123  (S) 3150/6945
148/145M (D) 850/123 (D) 2900/6395

*11R22.5 belongs to standard load, which is with upgraded pattern CR189+ to achieve better anti-wearing ability

www.csttires.com 13




Designed for trailer axles with all-axle position for on
road and high-speed use

Special pattern and strong shoulder design prevents
uneven wear and provides excellent steering stability

Four high tensile belts provide a superior strength casing
to resist cracking and puncture

A flat, wide tread with special compound delivers long
tread life

RECOMMENDED

Overall Section Moaox press.  Max load (kg/  Meas. rim
diam. (mm)  width (mm) (kpa/psi) Ibs) width {in) Type TT/TL

Ply rating

9.00R20 (S) 790/115  (S) 2575/5675
141/139K (D) 790/115 (D) 2430/5355

10.00R20 (S) 830/120  (S) 3000/6615
146/143K (D) 830/120 (D) 2725/6005

11.00R20 (S) 930/135  (S) 3550/7830
152/149K (D) 930/135 (D) 3250/7160

12.00R20 (S) 830/120  (S) 3750/8270
154/151K (D) 830/120 (D) 3450/7610

315/80R22.5 (S) 830/120  (S) 3750/8270
154/151L (D) 830/120 (D) 3450/7610




CST

CRI6Y
CRI69+

All-axle position for on/off road and regional use

Designed for heavy load capability

Extraordinary mix pattern provides better driving ability
and resistance to puncture, cracking and cutting

Special bead area structure provides excellent load

stability

Deep tread aids in resistance to abrasions

High durability and excellent retreadability

Special compound offers anti-cutting ability

RECOMMENDED

265/70 R19.5
139/136L

8.25R20
136/134L

10.00R20
146/143K

11.00R20
150/147K

12.00R20
156/153K

12.00R24
160/156K

11R22.5
148/145K

12R22.5
150/147K

CR969

CR969

CR969 +

CR969 +

CR969 +

CR969 +

CR969

CR969 +

Ply rating dicxon\wlez

ol
mm)

Section
width (mm)

Max press.
(kpa/psi)

(S) 830/120
(D) 830/120

(S) 830/120
(D) 830/120

(S) 830/120
(D) 830/120

(S) 830/120
(D) 830/120

(S) 900/130
(D) 900/130

(S) 850/123
(D) 850/123

(S) 850/123
(D) 850/123

(S) 830/120
(D) 830/120

Max load (kg/  Meas. rim

Ibs)

(S) 2430/5355
(D) 2240/4940

(S) 2240/4940
(D) 2120/4675

(S) 3000/6615
(D) 2725/6005

(S) 3350/7390
(D) 3075/6785

(S) 4000/8820
(D) 3650/8050

(S) 4500/9920
(D) 4000/8820

(S) 3150/6945
(D) 2900/6395

(S) 3350/7390
(D) 3075/6780

www.csttires.com 15
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Designed for truck on all-axle position for asphalt road or

off-road conditions

Lug tread pattern and block shoulder pattern provides
excellent grip performance

Special tread structure improves load capability

Special tread compound aids in
anti-wearing ability

Overall Section Max press.
diam. (mm)  width (mm) (kpa/psi)

12.00R20 (S) 900/130
156/153K (D) 900/130

Ply rating

Max load (kg/
Ibs)

(S) 4000/8820
(D) 3650/8050

Meas. rim
width (in)

Type TT/TL

RECOMMENDED @

oz & T

CR327

Designed for truck on gravel and mining roads, for short
distances and low-speed use, expeciallly for trailing axle

Special tread compound aids in resistance to cutting and
tearing on gravel and mining area

Special tire structure provides superior load capacity

Durable carcass achieves a long and recyclable tread life

Overall Section Max press.

Size Ply rating . (mm)  width (mm)  (kpa/psi)

10.00R20 (S) 830/120
146/143K (D) 830/120

11.00R20 (S) 930/135
152/149) (D) 930/135

12.00R20 (S) 830/120
154/151) (D) 830/120

il | RS

Max load (kg/
Ibs)

(S) 3000/6615
(D) 2725/6005

(S) 3550/7825
(D) 3250/7165

(S) 3750/8270
(D) 3450/7610

Meas. rim
width (in)

Type TT/TL




All-axle for truck on muddy/drying mountain areas, with
excellent mountain climbing peformance

Designed for short distances and low-speed use

Special pattern design provides excellent traction and
grip both in muddy/drying mountain areas

Extra-deep and block pattern delivers a long tread life
Extra block pattern prevents cutting and tearing

Max press. Max load (kg/
(kpa/psi) Ibs)

(S) 830/120  (S) 3350/7390
(D) 830/120 (D) 3075/6780

Section
width (mm)

Overall

Ply rating diam. (mm)

Size
11.00R20
150/147F

(S) 830/120
(D) 830/120

(S) 3750/8270
(D) 3450/7610

12.00R20
154/151F

(S) 850/123
(D) 850/123

(S) 4500/9920
(D) 4000/8820

12.00R24
160/156F

RECOMMENDED @

CR337

Designed for truck on paved/unpaved roads, or mountain
areas with soft slopes

For short distances and low-speed use

Extra-wide block and deep tread pattern design provides
superior traction and driving peformance

Special tread compound aids resistance to cutting and tears.

Durable carcass achieves a long and recyclable tread life

A narrower groove than CR317 helps to prolong tread life

Section
width (mm)

Overall
diam. (mm)

Max press. Max load (kg/
(kpa/psi) Ibs)

(S) 830/120  (S) 3750/8270
(D) 830/120 (D) 3450/7610

Ply rating

12.00R20
154/151F

Meas. rim
width (in)

Meas. rim
width (in)

www.csttires.com
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NEW PATTERNS

CR177+ CR188 CRB26P  CRB36

Standard Load: Standard Load: Mid-Long Haul/ Long Haul/
Long Haul/ Long Haul/ Drive Axle/ Drive Axle/
High Speed High Speed High Speed High Speed

W

o
L)

il
'I\‘

ATETRN
munun

Pattern Plv ratin Overall Section Max press. Max load (kg/ Meas. rim  Type TT/
atie YTaNg - digm. (mm) width (mm)  (kpa/psi) Ibs) width (in) TL

12R22.5 CR177+ (S) 930/135  (S) 3550/7830
152/149L (D) 930/135 (D) 3250/7160

12R22.5 N (S) 930/135  (S) 3550/7830
152/149L (D) 930/135 (D) 3250/7160

12R22.5 e, (S) 930/135  (S) 3550/7830
152/149L (D) 930/135 (D) 3250/7160

12R22.5 — (S) 930/135  (S) 3550/7830
152/149L (D) 930/135 (D) 3250/7160

295/80R22.5 oo, (S) 900/130  (S) 3550/7830
152/149L (D) 900/130 (D) 3250/7160




ST

s / :

 §

R

SR SERIES

Size

12R22.5
154/151L

12R22.5
154/151K

12R22.5
154/151K

13R22.5
156/150L

12R22.5
152/149K

295/80R22.
152/148M

CR285SR

T

20

CR939+SR 20

CR969+SR 20

CR969+SR 18

5 CR969SR

CR387SR

16

18

Pattern  Ply rating difﬁ:ezcll

1085
1090
1090
1123
1060

1088

mm)

Section
width (mm)

298

295

297

316

306

295

Max press.
(kpa/psi)
(S) 930/135
(D) 930/135

(S) 930/135
(D) 930/135

(S) 930/135
(D) 930/135

(S) 875/128
(D) 875/128

(S) 850/123
(D) 850/123

(S) 930/135
(D) 930/135

Ibs)

(S) 3750/8270
(D) 3450/7610

(S) 3750/8270
(D) 3450/7610

(S) 3750/8270
(D) 3450/7610

(S) 4000/8820
(D) 3350/7390

(S) 3550/7825
(D) 3150/6945

(S) 3550/7830
(D) 3250/7160

9.00

9.00

9.00

9.75

9.00

9.00

Max load (kg/ Meas. rim  Type TT/
width (in)

TL

TL

TL

TL

TL

TL

TL

K SERIES
Overall Section

Size Pattern  Ply rating . = (mm) width (mm)

| IS

Max press. Max load (kg/ Meas. rim  Type TT/
(kpa/psi) Ibs) width (in) TL

8.25R16
128/124L

8.25R20
139/137L

9.00R20
144/142K

10.00R20
149/146K

11.00R20
152/149K

12.00R20
156/153K

11.00R20
152/149K

12.00R20
156/153K

11.00R20
152/149K

12.00R20
156/153K

11.00R20
152/149K

12.00R20
156/153K

CR969K

CR969K

CR969K

CR969K

CR969K

CR969K

CR989K

CR989K

CR387K

CR390K

CR327K

CR327K

868

979

1020

1059

1089

1124

1086

1124

1088

1125

1094

1131

233

236

259

278

295

315

295

315

295

315

297

315

(S) 770/112
(D) 770/112

(S) 930/135
(D) 930/135

(S) 900/130
(D) 900/130

(S) 930/135
(D) 930/135

(S) 930/135
(D) 930/135

(S) 900/130
(D) 900/130

(S) 930/135
(D) 930/135

(S) 900/130
(D) 900/130

(S) 930/135
(D) 930/135

(S) 900/130
(D) 900/130

(S) 930/135
(D) 930/135

(S) 900/130
(D) 900/130

(S) 1800/3970
(D) 1600/3525

(S) 2430/5355
(D) 2300/5070

(S) 2800/6175
(D) 2650/5840

(S) 3250/7160
(D) 3000/6610

(S) 3550/7830
(D) 3250/7160

(S) 4000/8820
(D) 3650/8050

(S) 3550/7830
(D) 3250/7160

(S) 4000/8820
(D) 3650/8050

(S) 3550/7830
(D) 3250/7160

(S) 4000/8820
(D) 3650/8050

(S) 3550/7830
(D) 3250/7160

(S) 4000/8820
(D) 3650/8050

6.50H

6.50

7.00

7.50

8.00

8.50

8.00

8.50

8.00

8.50

8.00

8.50

T

T

TT

1T

T

TT

1T

TT

T

1T

T

TT
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City Bus/Minibus/Light Bus

Designed for city bus
A flat, wide tread design delivers safety and comfort

Special tread compound lowers heat generation and
provides better durability

Three straight-grooved design enlarges the pattern blocks
and increase pattern rigidity

Narrow-bottom groove design prevents stone penetration

Durable carcass offers a long and recyclable tread life

RECOMMENDED @

Overall Section Moaox press.  Max load (kg/  Meas. rim
diam. (mm)  width (mm) (kpa/psi) Ibs) width (in)

8R22.5 (S) 830/120  (S) 1900/4190
130/128M (D) 830/120 (D) 1800/3970

Ply rating Type TT/TL

9R22.5 (S) 830/120  (S) 2240/4940
136/134M (D) 830/120 (D) 2120/4675

10R22.5 (S) 900/130  (S) 2800/6175
144/142M (D) 900/130 (D) 2650/5840

11R22.5 (S) 830/120  (S) 3550/7830
152/148) (D) 830/120 (D) 3150/6940

215/75R17.5 (S) 750/110  (S) 1800/3970
128/126M (D) 750/110 (D 1700/3750

235/75R17.5 (S) 830/120  (S) 2000/4410
132/129M (D) 830/120 (D) 1850/4080

245/70R19.5 (S) 850/123  (S) 2575/5675
141/140M (D) 850/123 (D) 2500/5510

255/70R22.5 (S) 830/120  (S) 2500/5510
140/137M (D) 830/120 (D) 2300/5070

275/70R22.5
152/148F
148/145)

295/80R22.5 (S) 900/130  (S) 3550/7830
152/149) (D) 900/130 (D) 3250/7160

(S) 900/130  (S) 3150/6940
(D) 900/130 (D) 2900/6395

www.csttires.com 21
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Minibus/Lightbus/Intercity Bus

vy

Designed for middle and short distances at higher speeds
on good road conditions, suitable for intercity bus

—a
G

Low heat-generation design for highway use provides
comfort and safety

Special pattern design provides excellent traction and
grip performance

e,

Strong anti-wear shoulder extends tire mileage

RECOMMENDED

Overall Section Max press.  Max load (kg/  Meas. rim
diam. (mm)  width (mm) (kpa/psi) Ibs) width (in)

245/70R19.5 (S) 830/120  (S) 2180/4805
135/133M (D) 830/120 (D) 2060/4540

Type TT/TL

10R22.5 (S) 900/130  (S) 2800/6175
144/142M (D) 900/130 (D) 2650/5840

315/80R22.5 (S) 825/120  (S) 3750/8270
154/150M (D) 825/120 (D) 3350/7390




Luxury Bus/Long Haul Bus
Designed for highway use at higher speeds for middle to
long distances

Four straight grooves and special sipe design achieve
excellent steering stability, comfort and low noise

Tread structure improves stone rejection and prevents
uneven wear

Flat, wide tread with special compound delivers long life

Size

11R22.5

Ply rating

Overall
diam. (mm)

Section
width (mm)

Max press.
(kpa/psi)
(S) 850/123

Max load (kg/
Ibs)

(S) 3150/6940

Meas. rim

width (in)

Type TT/TL

148/145M 16 1052 280 (D) 850/123 (D) 2900/6395  °-2° ™
EEE w o m UNm GEEEE e o
Tsoaem 18 1053 306 (3350125 (o) 315076040 00 T
s e me gem gewws . o

RECOMMENDED

ERIEm =N =

Designed for middle and short distances at higher speeds
on good road conditions, suitable for intercity buses

Four straight grooves and special sipe design provide

excellent steering stability, comfort and low noise

Special tread structure improves stone rejection and
prevents uneven wear

Flat, wide tread with special structure delivers long life

Size

12R22.5
152/149L

295/80R22.5
152/148M

315/80R22.5
156/150M

Ply rating

Overall
diam. (mm)

Section
width (mm)

Max press.
(kpa/psi)
(S) 930/135
(D) 930/135

(S) 850/123
(D) 850/123

(S) 850/123
(D) 850/123

Max load (kg/
Ibs)

(S) 3550/7830
(D) 3250/7160

(S) 3550/7830
(D) 3150/6940

(S) 4000/8820
(D) 3350/7390

Meas. rim

width (in)

9.00

9.00

Type TT/TL

9.00
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LTS TIRE APPLICATION CHART

CR189II

PATTERN




All-axle position for high loads, long distances and

higher speeds on good road conditions

Special pattern and sipe design delivers excellent
steering stability, comfort and low noise

Enhanced tread structure aids in anti-impact
performance

Special tread compound offers anti-wearing ability
Strengthened bead structure prolongs life

Better performance for stone and mud resistance

Overall Section Maox press.  Moaox load (kg/  Meas. rim
diam. (mm)  width (mm) (kpa/psi) lbs) width (in)

9.5R17.5 (S) 830/120  (S) 2060/4540
133/131L (D) 830/120 (D) 1950/4300

Ply rating Type TT/TL

RECOMMENDED @

-
O p———r=

CR1B9Il

Providing comfortable, silent, straight ahead
performance and excellent steering stability

Advanced tread compound formulation resists heat
generation and provides high durability

All-axle tire for truck and bus on-road and highway use

Strong anti-wear shoulder extends tire mileage

Overall Section Max press. Max load (kg/  Meas. rim‘ :
diam. (mm)  width (mm) (kpa/psi) Ibs) width (in)

7.00R16 () 770/112  (S) 1320/2910
118/114M 14 /e 19 (D) 770/112 (D) 1180/2600

Size Ply rating Type TT/TL

5.50F TT/TL

7.50R16 14 808 016 (S) 700/102  (S) 1510/3330

122/121M (D) 700/102 (D) 1440/3175 S0vG Ul

8.25R16 (S) 770/112  (S) 1800/3970

128/124M 116 S A (D) 770/112 (D) 1600/3525 90310l Ul

www.csttires.com
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All-axle for truck for short and middle distances and

heavy-load use
Better performance for stone and mud resistance

Specific tire shoulder pattern design reduces heat
generation and provides better anti-wearing
performance

Excellent steering and driving stability

New compound improves anti-cutting and anti-tearing
characteristics

Overall Section Maox press.  Mox load (kg/  Meas. rim
diam. (mm)  width (mm) (kpa/psi) Ibs) width (in)

6.50R16 (S) 670/97 (S) 1060/2335
110/105K (D) 670/97 (D) 925/2040

Ply rating Type TT/TL

RECOMMENDED @ [2

SO mm——

CRIBAII

All-axle tire for on-road and short to middle distance use

Extraordinary mix pattern provides better driving ability
and resistance to puncture, cracking and cutting

Bead area structure provides excellent heavy load stability
Deep tread aids resistance to abrasion

High durability and excellent retreadability

Anti-wearing compound delivers long tread life

Overall Section Max press.  Maox load (kg/  Meas. rim
diam. (mm)  width (mm) (kpa/psi) Ibs) width (in)
7.00R16 (S) 770/112  (S) 1320/2910

118/114L I 75 126 (D) 770/112 (D) 1180/2600

Size Ply rating Type TT/TL

5.50F TT/TL

7.50R16 14 813 214 (S) 700/102  (S) 1510/3330

122/121L (D) 700/102 (D) 1440/3175 S Ul

8.25R16 16 868 233 (S) 770/112  (S) 1800/3970

128/124L (D) 770/112 (D) 1600/3525 90300 Ul




CR337

Designed for truck on all-axle position for asphalt road
or off-road conditions

Lug tread pattern and block shoulder pattern provides
excellent grip performance

Special tread structure improves load capability

Special tread compound aids in anti-wearing ability

Max press.  Max load (kg/
(kpa/psi) Ibs)

(S) 770/112  (S) 1800/3970
(D) 770/112 (D) 1600/3525

Section
width (mm)

Overall

Size Ply rating diam. (mm)

8.25R16

128/124K 16 865 232

RECOMMENDED @ [2

O —~

CR387

Designed for truck on paved/unpaved roads, or
mountain areas with soft slopes

For short distances and low-speed use

Extra-wide block and deep tread pattern design provides
superior fraction and driving peformance

Special tread compound aids resistance to cutting and
tears

Durable carcass achieves a long and recyclable tread life

Narrower grooves than CR317 helps to prolong tread life

Section
width (mm)

Overall
diam. (mm)

Max press.  Max load (kg/
(kpa/psi) Ibs)

(S) 770/112  (S) 1800/3970
(D) 770/112 (D) 1600/3525

Size Ply rating

8.25R16

128/124L e g e

Meas. rim

il i e MWL

6.50H TT/TL

Meas. rim

il iy e T

6.50H TT/TL
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All position for truck with short & middle distance and
high speed on good road condition

Special pattern design achieves excellent steering
stability and low-heating generation

Enhanced tread structure aids in anti-impact
Special tread compound offers anti-wearing ability
Strengthened bead structure prolongs life

Better performance for stone and mud resistance

RECOMMENDED @ P

SO pr—

Overall Section

Ply rating diam. (mm)  width (mm)

7.00R16
118/114L

7.50R16
122/118L

8.25R16
128/124L

Max press.
(kpa/psi)
(S) 770/112
(D) 770/112

(S) 770/112
(D) 770/112

(S) 770/112
(D) 770/112

Max load (kg/
Ibs)

(S) 1320/2910
(D) 1180/2600

(S) 1500/3305
(D)1320/2910

(5)1800/3970
(D)1600/3525

Meas. rim
width (in)




16 CR959

Tread Load ced Tvoe Measure | Overall | Section
SW Size o Rat |ng YPe | Rim Wldth Diameter Wldfh
Pattern Index [Rating (TT/TL)
PR mm

CR189lI

7 16 CR192

CR9691I

CR189II

7.5 16 CR192

CR969II

CR105

CR189lI

CR192

CR337

CR387

CR969II

CR969K

CR189

CR969

CR969K

CR285

20 CR939+
CR969K

22.5 CRI105

9.5 17.5 CR158

CR285
CR327
CR817
20
CR939+
10
CR969+
CR969K
CR105
22.5
CR277

CR285
20 CR307

CR327

@

6.50 R16 110/105 12 TT/TL  5.50F 750 182
7.00 R16 118/114 14 TT/TL  5.50F 776 196
7.00 R16 118/114 14 TT/TL  5.50F 772 195
7.00 R16 118/114 14 TT/TL  5.50F 775 196
7.50R16 122/121 14 T 6.00G 808 216
7.50 R16 122/118 14 T 6.00G 805 209
7.50R16 122/121 14 T 6.00G 813 214
8R22.5 130/128 14 TL 6.00 936 202
8.25R16 128/124 16 T 6.50H 858 233
8.25R16 128/124 16 T 6.50H 868 233
8.25R16 128/124 16 T 6.50H 865 232
8.25R16 128/124 16 T 6.50H 868 233
8.25R16 128/124 16 T 6.50H 868 233
8.25R16 128/124 16 T 6.50H 868 233
8.25 R20 136/134 14 T 6.50 975 234
8.25 R20 136/134 14 T 6.50 975 234
8.25R20 139/137 16 T 6.50 979 236
9.00 R20 144/142 16 T 7.00 1019 259
9.00 R20 141/139 14 T 7.00 1021 258
9.00R20 144/142 16 T 7.00 1020 259
9R22.5 136/134 16 TL 6.75 974 229
9.5R17.5 133/131 16 TL 6.75 845 234
10.00 R20 147/143 16 T 7.50 1052 278
10.00 R20 146/143 16 T 7.50 1068 280
10.00 R20 146/143 16 T 7.50 1065 278
10.00 R20 146/143 16 T 7.50 1057 278
10.00 R20 146/143 16 T 7.50 1059 278
10.00R20 149/146 18 T 7.50 1059 278
10R22.5 144/142 16 TL 7.50 1021 256
10 R22.5 144/142 16 TL 7.50 1015 258
11.00R20 152/149 18 T 8.00 1085 295
11.00 R20 150/147 16 T 8.00 1093 292
11.00 R20 152/149 18 T 8.00 1094 297

Max. Infl.

Pressure
kPa/psi
(S) 670/97
(D) 670/97
(S) 770/112
(D) 770/112
(S)770/112
(D)770/112
(S) 770/112
(D) 770/112
(S) 700/102
(D) 700/102
(S)770/112
(D)770/112
(S) 700/102
(D) 700/102
(S) 830/120
(D) 830/120
(S) 770/112
(D)770/112
(S) 770/112
(D)770/112
(S) 770/112
(D)770/112
(S) 770/112
(D)770/112
(S) 770/112
(D)770/112
(S) 770/112
(D) 770/112
(S) 830/120
(D) 830/120
(S) 830/120
(D) 830/120
(S) 930/135
(D) 930/135
(S) 900/130
(D) 900/130
(S) 790/115
(D) 790/115
(S) 900/130
(D) 900/130
(S) 830/120
(D) 830/120
(S) 830/120
(D) 830/120
(S) 800/116
(D) 800/116
(S) 830/120
(D) 830/120
(S) 830/120
(D) 830/120
(S) 830/120
(D) 830/120
(S) 830/120
(D) 830/120
(S) 930/135
(D) 930/135
(S) 900/130
(D) 900/130
(S) 900/130
(D) 900/130
(S) 930/135
(D) 930/135
(S) 830/120
(D) 830/120
(S) 930/135
(D) 930/135

Max Load
(kg/Ibs)

(S) 1060/2335
(D) 925/2040

(S) 1320/2910
(D) 1180/2600
(5)1320/2910
(D)1180/2600

(S) 1320/2910
(D) 1180/2600

(S) 1510/3330
(D) 1440/3175

(5)1500/3305
(D)1320/2910

(S) 1510/3330
(D) 1440/3175
(S) 1900/4190
(D) 1800/3970

(S) 1800/3970
(D) 1600/3525

(S) 1800/3970
(D) 1600/3525

(S) 1800/3970
(D) 1600/3525

(S) 1800/3970
(D) 1600/3525

(S) 1800/3970
(D) 1600/3525

(S) 1800/3970
(D)1600/3525
(S) 2240/4940
(D) 2120/4675
(S) 2240/4940
(D) 2120/4675
(S) 2430/5355
(D) 2300/5070

(S) 2800/6175
(D) 2650/5840

(S) 2575/5675
(D) 2430/5355

(S) 2800/6175
(D) 2650/5840

(S) 2240/4940
(D) 2120/4675
(S) 2060/4540
(D) 1950/4300
(S) 3075/6780
(D) 2725/6005
(S) 3000/6615
(D) 2725/6005
(S) 3000/6615
(D) 2725/6005

(S) 3000/6615
(D) 2725/6005

(S) 3000/6615
(D) 2725/6005

(S) 3250/7160
(D) 3000/6610
(S) 2800/6175
(D) 2650/5840

(S) 2800/6175
(D) 2650/5840

(S) 3550/7830
(D) 3250/7160

(S) 3350/7390
(D) 3075/6780

(S) 3550/7825
(D) 3250/7165

Page
No

25

28

26

25

28

26

21

25

28

27

27

26

19

13

15

19

8

14

19

21

25

8

16

12

14

15

19

21

22

8

17

16
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IN[I

Tread Load ced Measure | Overall | Section
SW Size o Rchng Rim W|d1h Diameter W|dth
Pattern Index |Rating PR TT/TL T

30

20

22.5

20

22.5

24

CR327K

CR387K

CR939+

CR969+

CR969K

CR989K

CR105

CR189+

CR285

CR298

CR969

CR307

CR327

CR327K

CR337

CR387

CR390K

CR939+

CR969+

CR969K

CR989K

CR177+

CR188

CR269

CR285

CR285SR

CR298 P

CR387 SR

CR826P

CR836

CR939+SR

CR969+

CR969+SR

CR307

11.00R20

11.00R20

11.00 R20

11.00 R20

11.00R20

11.00R20

11R22.5

11 R22.5

11 R22.5

11 R22.5

11 R22.5

12.00 R20

12.00 R20

12.00 R20

12.00 R20

12.00 R20

12.00 R20

12.00 R20

12.00 R20

12.00 R20

12.00 R20

12 R22.5

12 R22.5

12 R22.5

12 R22.5

12R22.5

12 R22.5

12 R22.5

12 R22.5

12 R22.5

12 R22.5

12 R22.5

12 R22.5

12.00 R24

152/149

152/149

150/147

152/149

152/149

152/149

152/148

148/145

148/145

148/145

148/145

154/151

154/151

156/153

154/151

156/153

156/153

154/151

156/153

156/153

156/153

152/149

152/149

152/149

152/148

154/151

152/148

152/149

152/149

152/149

154/151

150/147

154/151

160/156

18

16

18

18

18

18

16

16

16

16

18

18

20

18

20

20

18

20

20

20

18

18

18

16

20

18

18

18

18

20

16

20

20

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

8.00

8.00

8.00

8.00

8.00

8.25

8.25

8.25

8.25

8.25

8.50

8.50

8.50

8.50

8.50

8.50

8.50

8.50

8.50

8.50

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

8.50

1094

1088

1087

1089

1089

1086

1058

1052

1052

1052

1058

1130

1131

1131

1130

1125

1125

1121

1124

1124

1124

1080

1082

1082

1085

1085

1088

1088

1095

1090

1090

1090

1090

1246

297

295

295

295

295

295

277

280

283

280

278

315

313

3lliS

313

IS

313

313

35

313

SIS

300

298

299

298

298

299

295

302

300

295

297

297

314

Max. Infl.

Pressure

kPa/psi
S) 930/135

(D) 930/135
(S) 930/135
(D) 930/135
(S) 830/120
(D) 830/120
(S) 930/135
(D) 930/135
(S) 930/135
(D) 930/135
(S) 930/135
(D) 930/135
(S) 830/120
(D) 830/120
(S) 850/123
(D) 850/123
(S) 850/123
(D) 850/123
(S) 850/123
(D) 850/123
(S) 850/123
(D) 850/123
(S) 830/120
(D) 830/120
(S) 830/120
(D) 830/120
(S) 900/130
(D) 900/130
(S) 830/120
(D) 830/120
(S) 900/130
(D) 900/130
(S) 900/130
(D) 900/130
(S) 830/120
(D) 830/120
(S) 900/130
(D) 900/130
(S) 900/130
(D) 900/130
(S) 900/130
(D) 900/130
(S) 930/135
(D) 930/135
(S) 930/135
(D) 930/135
(S) 930/135
(D)930/135
(S) 850/123
(D) 850/123
(S) 930/135
(D) 930/135
(S) 850/123
(D) 850/123
(S) 930/135
(D) 930/135
(S) 930/135
(D) 930/135
(S) 930/135
(D) 930/135
(S) 930/135
(D) 930/135
(S) 830/120
(D) 830/120
(S) 930/135
(D) 930/135
(S) 850/123
(D) 850/123

(
(
(
(
(
(D
(S
(
(
(
(S
(D
(S
(D

(
(

(
(

(
(

(
(

(
(

S
(D

(
(

(S
(D

(
(

(S
(D

(
(

(S

(
(
(
(
(
(
(
(
(
(
(
(
(
(
(
(S
(
(
(
(
(
(
(
(
(
(
(
(
(
(
(

Max Load
(kg/lbs)

S) 3550/7830
D) 3250/7160
S

)
)
) 3550/7825
D) 3250/7165

3350/7390
3075/6780

S)

)

) 3550/7830
D) 3250/7160
S)

)

3550/7830
D) 3250/7160

) 3550/7830
) 3250/7160
) 3550/7830
) 3150/6940

S) 3150/6945
D) 2900/6395

S) 3150/6945
D) 2900/6395

S) 3150/6940
D) 2900/6395
S) 3150/6945
D) 2900/6395

S) 3750/8270
D) 3450/7610

) 3750/8270
) 3450/7610
S) 4000/8820
D) 3650/8050
) 3750/8270
) 3450/7610
S) 4000/8820
D) 3650/8050
) 4000/8820
) 3650/8050
S) 3750/8270
D) 3450/7610
) 4000/8820
D) 3650/8050
S) 4000/8820
D) 3650/8050
S) 4000/8820
D) 3650/8050

S) 3550/7830
D) 3250/7160

S) 3550/78%b
D) 3250/7160

S) 3550/7830
D) 3250/7160

S) 3550/7830
D) 3150/6940

$) 3750/8270
D) 3450/7610

) 3550/7830
D) 3150/6940
S) 3550/7830
D) 3250/7160

S) 3550/7830
D) 3250/7160

S) 3550/7830
D) 3250/7160

S) 3750/8270
D) 3450/7610

S) 3350/7390
D) 3075/6780

S) 3750/8270
D) 3450/7610

S) 4500/9920
D) 4000/8820

Page
No

19
14
15
19
19
21

13

10/23
15
17
16
19
17
16
19
14
15
19
19
18
18

11/23

19
10/23
19
18
18
19
15
19

17



INDEX

24

13 22.5 CR969+SR

VARYVAH [ 17.5

235/75 [NA%]

245/70 A

VISYVAON [ 19.5

YERYVAON 22.5

275/70 R

275/80 |PEs)

YERYLIN [ 22.5

295/80 |WPEs)

315/60 |WPEs)

RAYV(ON 22.5

315/80 i)

385/65 |

®

LYRYIN 22.5

CR969+

CR105

CR285

CR285

CR105

CR285

CR105

CR277

CR969

CR105

CR105

CR285

CR285

CR269

CR105

CR269

CR285

CR298

CR808

CR817

CR836

CR969 SR

CR269

CR269

CR277

CR269

CR298

CR808

CR939+

CR297
CR297

12.00 R24

13 R22.5

215/75R17.5

215/75R17.5

215/75R17.5

235/75R17.5

235/75R17.5

245/70R19.5

245/70 R19.5

265/70 R19.5

255/70 R22.5

275/70 R22.5

275/70 R22.5

275/80 R22.5

295/60 R22.5

295/80 R22.5

295/80 R22.5

295/80 R22.5

295/80 R22.5

295/80 R22.5

295/80 R22.5

295/80 R22.5

295/80 R22.5

315/60 R22.5

315/70 R22.5

315/80 R22.5

315/80 R22.5

315/80 R22.5

315/80 R22.5

315/80 R22.5

385/65 R22.5
425/65 R22.5

160/156

156/150

128/126

126/124

135/133

132/129

143/141

141/140

135/133

139/136

140/137

148/145
152/148

148/145

149/146

150/147

152/149

152/148

152/148

152/148

152/148

152/148

152/149

152/148

153/150

154/151

154/150

156/150

156/150

154/150

154/151

160
164

L 18
M 16
M 12
J 16
M 16
J 16
M 18
M 16
L 16
M 16
- 18
E

L 18
M 16
L 18
J 18
M 18
M 16
M 18
L 18
M 16
L 18
M 16
M 20
M 20
M 18
M 18
L 18
L 18
L 18
J 20
K 20

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL

TL
TL

Ply Measure
RD Tread . Load [Speed ! Type | o -
(in) Pattern S Index |Rating ch;;g (TT/TL) Rim i\::/ldfh

9.75

6.00

6.00

6.00

6.75

6.75

7.50

7.50

7.50

7.50

8.25

8.25

8.25

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.00

9.75

9.00

9.00

9.00

9.00

9.00

9.00

11.75
12.25

Overall | Section
Diameter| Width.
mm mm

1224

1123

774

774

774

803

807

844

844

876

930

966

967

1023

931

1054

1054

1053

1053

1053

1060

1051

1060

952

1017

1081

1082

1082

1084

1083

1073
1126

Bl

316

213

213

213

232

236

244

246

262

250

277

280

279

283

304

306

307

306

305

306

300

306

306

308

317

314

316

3lliS

314

377
413

Max. Infl.
Pressure

kPa/psi

(S) 850/123
(D) 850/123

(S) 875/128
(D) 875/128

(S) 750/110
(D) 750/110

(S) 700/102
(D) 700/102

(S) 850/123
(D) 850/123

(S) 830/120
(D) 830/120

(S) 875/125
(D) 875/125

(S) 850/123
(D) 850/123

(S) 830/120
(D) 830/120

(S) 830/120
(D) 830/120

(S) 830/120
(D) 830/120

(S) 900/130
(D) 900/130

(S) 900/130
(D) 900/130

(S) 850/123
(D) 850/123

(5)900/130
(D)900/130

(S) 900/130
(D) 900/130

(S) 850/123
(D) 850/123

(S) 850/123
(D) 850/123

(S) 850/123
(D) 850/123

(S) 850/123
(D) 850/123

S) 850/123
(D) 850/123

(S) 900/130
(D) 900/130

(S) 850/123
(D) 850/123

(S) 900/130
(D) 900/130

(5)930/130
(D)930/135

(S) 825/120
(D) 825/120

(S) 850/123
(D) 850/123

(S) 850/123
(D) 850/123

(S) 825/120
(D) 825/120

(S) 830/120
(D) 830/120

(S) 900/130
(S) 830/120

Max Load
(kg/Ibs)

(S) 4500/9920
(D) 4000/8820
(S) 4000/8820
(D) 3350/7390

(S) 1800/3970
(D) 1700/3750

(S) 1700/3750
(D) 1600/3530

(S) 2180/4805
(D) 2060/4540

(S) 2000/4410
(D) 1850/4080

(S) 2725/6005
(D) 2575/5675

(S) 2575/5675
(D) 2500/5510

(S) 2180/4805
(D) 2060/4540

(S) 2430/5355
(D) 2240/4940

(S) 2500/5510
(D) 2300/5070

(S) 3150/6940
(D) 2900/6395

(S) 3150/6940
(D) 2900/6395

(S) 3250/7165
(D) 3000/6615

(5)3350/7390
(D)3075/6780

(S) 3550/7830
(D) 3250/7160

(S) 3550/7830
(D) 3150/6940

(S) 3550/7825
(D) 3150/6945

(S) 3550/7830
(D) 3150/6940

(S) 3550/7830
(D) 3150/6940

(S) 3550/7825
(D) 3150/6945

(S) 3550/7830
(D) 3250/7160

(S) 3550/7825
(D) 3150/6945

(5)3650/8050
(D)3350/7390

(5)3750/8270
(D)3450/7610

(S) 3750/8270
D) 3350/7390

S) 4000/8820
D) 3350/7390
S

(

(

(

(S) 4000/8820
(D) 3350/7390
(S) 3750/8270
(D) 3350/7390
S

(
(

) 3750/8270
D) 3450/7610

S) 4500/9920
(S) 5000/11000

Page
No
15

19

21

21

21

22

21

21

21

11/23

10/23

22
11/23

10/23
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CHENG SHIN RUBBER IND.CO., LTD.
Corporate Headquarters

215 Meei-Kong Rd, Ta-Tsun, Chang-Hwa,
Taiwan, R.O.C

TEL: 886-4-8525151-60

FAX: 886-4-8526468

www.cst.com.tw

CHENG SHIN TIRE & RUBBER (CHINA)
CO., LTD.

No.8 Hefeng Road, Lujia, Kunshan,
Jiangsu, China

TEL: 86-512-57673888

FAX: 86-512-57672342
www.cst.com.cn

CHENG SHIN RUBBER USA, INC.
545 Old Peachtree Road, Suwanee,
GA 30024 U.S.A.

TEL: 1-770-962-8229

FAX: 1-770-962-7705
www.csttires.com

CHENG SHIN RUBBER CANADA, INC.
400 Chrysler Drive, Unit C Brampton,
Ontario,L6S 575, Canada

TEL: 1-905-7890882

FAX: 1-905-7891507

CST - represented by

MAXXIS INTERNATIONAL - UK plc

Carr Rd, Felixstowe, Suffolk, IP11 3RX, UK
Tel: 44-1394-604040

Fax: 44-1394-604041

CST —represented by

MAXXIS INTERNATIONAL GMBH
Kaddenbusch 31 D-25578 Da Geling,
Germany

TEL: 49-4821-89060

FAX: 49-4821-890670

CHENG SHIN HOLLAND B.V.
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1424 NV De Kwakei, The Netherlands
TEL: 31-206-402620
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IND., LTD.

15 Xibin

Xiameny

TEL: 86%592° 6211606 %
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WWW.XCs.com.cn .
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CHENG SHIN TIRE (XIAMEN) CO.,LTD.
No. 15 Xiyuan Road, Haicang District,
Xiamen, China

TEL: 86-592-6885333

FAX: 86-592-6537356

www.cst-tbs.com

XIAMEN CHENG SHIN ENTERPRISE
CO., LTD.

No. 15 Xinshun Road, Haicang District,
Xiamen, China

TEL: 86-592-6809900

FAX: 86-592-6809901

CHENG SHIN RUBBER (XIAMEN)
IND.,-LTD. JIMEI FACTORY
Houx“ Town ]’mel DlsTrl

SR e _ £
CHENG SH|N'R

_\
R?IKNGZHOU
IND. CO., LTD: s e
North Avenue, Nantaiwu ngh-Tech e
Industrial
Area, Gangwei Town, Longhai, Fujian,
China

SN

TIANJIN TAFENG RUBBER :
INDUSTRY CO.;/LTD. - b

%,

“"No. 1 Shuanghaidao, Beichen Economic

Development

Area Beichen Districttianjin, China

TEL: 86-22-26975901 86-22-26970041
FAX: 86-22-26975902

CHENG SHIN (XIAMEN)
INTERNATIONAL AUTOMOBILE
CULTURE CENTER CO., LTD.
Guankou Town, Jimei District, Xiamen,
China




